Additional instructions for you tube video: How to make at home/diy face
mask with filter pocket and wire sewing tutorial.

1. Cut fabric - denim, canvas, or duck cloth for outer and lining. Cut filter
from flannel or cotton.

2. Pin filter to filter and outer/outer, lining/lining.

3. Sew with % in seam on top of curved edge, repeat with each set.

/

4. Clip seam to stitching line being careful not to clip seam. 1did 5 clips
starting in center to make them even.

S. Press seam open.

6. Prep filter pocket. Mark % inch on each end and fold over twice. Press,
Stitch close to inner edge.

7. Pin filter (wrong side) to right side of lining. Match center seams. Pin
outer part wrong side up to right side of filter. Stitch 4 in seam on tip and
bottom, leaving ends open. Clip seams and trim at the top and bottom at
the center seam to reduce bulk.

8. Turn and press.

9. Insert wire close to edge at the top on inside. *note it is very important
that the wire is by the seam. Clip or pin to hold.

10. Fold under % in. inside itself on ends. Press.

11. Pin elastic inside fold about % in. Stitch ¥ in. around top and sides of
mask, *note back stitch over elastic to hold securely. It is not necessary to

top stitch on bottom and you will be able to know the stitched edge is the
nose area.



Elastie
Y‘I - ’/'l'll wodw
D Y iwech




	Mask-Instructions-1
	Mask-Instructions.pdf

